
         ou will appreciate the unique 
qualities of this new series of Don-
Bar Inserts. Designed to provide a 
safe and reliable heat source in all 
circumstances, they are completely 
unparalleled in enhancing the 
beauty and performance of existing 
homes! 

eliminates the  of the 
"prefabricated" box.  It will fit in any 
classic or ultra-modern decor without 
never going out of fashion.  

A n  u n m a t c h e d  c h o i c e  o f  
dimensions: Don-Bar offers you the 
widest choice of models and sizes on 
the market. You will easily find the insert 
model that best suits your existing 
hearth:  single sided, two-sided (corner Power to spare: The high efficiency gas 
or see-through) and even three-sided ! regulating system makes it possible to 

recover more heat from the wood 
And several more extras: Compare consumed. In addition, the airtight door  
and you'll agree that only Don-Bar can prevents heat loss through the chimney. 
give you as much!

A spectacular fire: With the extra-large  
self-cleaning ceramic glass door you 
can admire the spectacle of fire in all its 
splendour.

The look of a real fireplace: The Don-
Bar design, with its clean lines, 

unattractive effect

High security adaptor

Oversized panoramic
glass

Architectural 
finish

Built-in
levelling
bolts

Chaleurisez votre intérieur 
et améliorez votre foyer 
avec ce qui se fait de mieux: 
Un encastrable Don-Bar !

Heat and beautify your
home with the best:
A Don-Bar insert!

The insert reinvented !

The removable adaptor with its inner 
retaining collar secures the chimney
liner in sandwich. Facilitates 
installation and enhances 
strength. Will stand
time and sweeps...

Perfect levelling is easy with the 
4 integrated leveling bolts. An 
optional adjustable base plate is also 
available to raise the insert in the hearth. 
High accuracy guaranteed.

With its full-size ceramic glass door, no other insert 
can provide a fire as alive. You will feel the warmth 
and the magic fun that only a real wood fire can 
provide through its discreet and nearly invisible glass 
door.

Designed to preserve the beautiful appearance of a 
traditional fireplace, the Don-Bar insert will blend 
perfectly with your fireplaces style. A metal frame fill 
discreetly, but to perfection, the joint between the 
insert and the walls of the existing fireplace. In 
addition, the door handle is removable which 
eliminates any visual pollution. 
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SELECTION

Power -  kW/h
Power -  B.T.U./h
Heated space
sq.ft. (average)
Chimney outlet
Log size (max.)
Vision (sq.in.)

  69-52      69-61          69-69                80-60                 69-90               98-78 / 98-97
                                     69-80                80-69                80-80                90-75 / 90-90

24

82,000

1500 to

3000

8"/10"  (200/254)

24"  (610)

650 (90-90=810)

22

75,000

1200 to

2800

8" (200)

20"  (508)

480.

MODEL

18                    20 

62,000             68,000 

900 to               1000 to      

1800                2000

          7"/8"  (180/200)

              20"  (508)

       400  (80-69: 480 sq.in)

14

48,000

700 to

1400 

   7"/8"  (180/200)

      16"  (405)

          260

Options:  BBQ.Grill.  Firescreen. Anti-smoke flap. Fans..

15

52,000

800 to

1600 

See-through

or made to measure

28" (710 mm)

... corner (2 sides)
or peninsula (3 sides)

ALSO AVALAIBLE

Selection criterias

The Don-Bar insert is designed to occupy all the space available 
within the existing hearth in order to provide the largest possible 
glass area.

An unmatched choice of sizes on the market: 
With five different sizes of doors and twelve models you're sure to find that 
the insert that will fit perfectly into your hearth...
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Triple heating power !

Dual-mode high efficiency system

The engineers of Don-Bar have 
took advantage of 3 thermal 
principles to recover a maximum 
of heat from the wood. 
 

First, the retractable damper of the 
HE high efficiency system allows, 
in closed position, to raise the 
temperature of the fire at its 
maximum.

Next, the infrared radiation 
passing through the glass warms 
the immediate vicinity.

Finally, the residual heat around 
the  inser t  i s  rec i rcu la ted  
t h r o u g h o u t  t h e  h o m e  b y  
convection.

Open fire mode
(damper open):
Ideal for cozy 
fires with a 
firescreen or 
for cooking with 
the BBQ grill.

Heating mode
(damper closed): 
Reburn the gases 
for maximum
heating power. 
Keep glass door
and chimney clean.  
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DIMENSIONS

INSERT MODELS

8" I.D. (200 mm) 8" I.D.. (200 mm)
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NOT IN SCALE

OPTIONAL ACCESSORIES 

Fans

 

BBQ Grill 
The optional BBQ
grill is easy to 
install thanks to the 
adjutable log
guard. 

1 2

Hidden behind the ventilated frame and shipped with a thermodisc and a variable 
speed (optional) the fans can be installed (Figure 1) on each side 
side of the insert or (drawing 2) under the optional elevated base. 
The fans are plugged into an adjacent outlet.
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24”
17-3/8”      
19-3/4”
13”   
19-1/4”   
17-1/4”          
14-1/4”  

610
441     
502
330 
489 
438         
362
mm 

610
718     
502
502 
489 
438         
362
mm 

610
819     
502
502 
489 
438         
362
mm 

718
518     
610
406 
540 
438         
413
mm 

718
610     
610
406 
540 
438         
413
mm 

718
718     
610
502 
540 
438         
413
mm 

902
749     
775
546 
540 
540         
413
mm 

902
902     
759
692 
540 
540         
387
mm 

851
654     
743
540 
540 
537         
413
mm 

851
756     
743
540 
540 
537         
413
mm 

610
533     
502
330 
489 
438         
362
mm 
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      69-52    69-61      69-69     69-80     69-90    80-60     80-69     80-80    90-75     90-90     98-78    98-87     

24”
21”
19-3/4”  
13”  
19-1/4”
17-1/4”
14-1/4”

24”
24”
19-3/4”
19-3/4”
19-1/4”
17-1/4”   
14-1/4”

24”
28-1/4”
19-3/4”
19-3/4”
19-1/4”  
17-1/4”  
14-1/4”  

24”
32-1/4”
19-3/4”
19-3/4”
19-1/4”  
17-1/4”  
14-1/4”

28-1/4”
20-3/8”
24”
16”
21-1/4”  
17-1/4”  
16-1/4”

28-1/4”
24”
24”
16”
21-1/4”  
17-1/4”  
16-1/4”

28-1/4”
28-1/4”
24”
19-3/4”
21-1/4”  
17-1/4”  
16-1/4”

33-1/2”
25-3/4”
29-1/4”
21-1/4”
21-1/4”  
21-1/8”  
16-1/4”

33-1/2”
29-3/4”
29-1/4”
21-1/4”
21-1/4”  
21-1/8”  
16-1/4”

35-1/2”
29-1/2”
30-1/2”
21-1/2”
21-1/4”  
21-1/4”  
16-1/4”

35-1/2”
35-1/2”
29-7/8”
27-1/4”
21-1/4”  
21-1/4”  
15-1/4”

610
533     
502
502 
489 
438         
362
mm 

Read the Installation Manual before installation                 Copyright © 2010 - Les Foyers Don-Bar inc.



INSTALLATION

Typical installation

18" (460 mm)
Protection 
for combustible
floors

Levelling
bolts

Ventilated frame 
2 louvers on
4 sides 

Ventilated frame 
2 louvers on
4 sides plus
a flat frame

Ventilated frame 
2 louvers on
3 sides plus
a flat frame

Ventilated frame 
2 louvers on
3 sides 

(other made-to-measure models available)Choice of frames
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Stainless steel
round top 
and flashing

Metal plate with 
insulation at
the damper level
to solidify the liner 
and make it airtight

Stainless
steel rigid
and/or flexible
liner into the
existing
chimney 

The existing 
ash shaft can 
be used with
a fan in the
basement
(optional)

Centrifugal 
fan (optional)

Insulation
(for basement fan

airtightness)

Basement

Rockwool
insulation
secured with
a steel sheet
(see art 3.3)

Fan 
thermodisc
(optional)

Don-Bar
Insert

Outside air intake
with insulated flexible
duct (optional)

Acoustical
case (optional)

Adaptor details 

Retaining
collar

Stainless liner
(flexible or
rigid)

3 Stainless 
screws 
equally 
spaced)

Fiberglass
stove gasket
 1/2" (6 mm)

Adaptor

Bolt for securing the adaptor
to the insert from inside

Adaptor
cover


